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Cesoie circolari a tagli singoli

Cesoia circolare Mod. CL13

Dimensioni

Lung. 830

Larg. 440

Alt. 1200

Peso circa 250

Pot. 0.75

Caratteristiche

Macchina adatta alla cesoiatura di lastre con spessori fino a 3 mm.
E' corredata di avviamento a pedale e continuo.
Blocco porta cesoie in acciaio ricavato dal pieno.
Tutti i movimenti della macchina sono lubrificati a vita.
Piano di lavoro indurito superficialmente e riscontro lastra in widia.
Costruzione secondo normative “CE” con relativa documentazione.
- Potenza installata KW 0,75.
- Alimentazione 380 V. 50 HZ. Trifase.

Accessori
- Variazione elettronica della velocità di
taglio.
- Riga ottica con visualizzatore elettronico
quota di taglio
-Avvolgitore e devllg. Lastra 
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Single strip cutter machine

Circular shearing machine Mod. CL
13

Dimensioni

Lung. 830

Larg. 440

Alt. 1200

Peso circa 250

Pot. 0.75

Caratteristiche

This  circular  shearing  machine  can  shear  plates  up  to  3  mm
thickness.
It has foot-pedal start and push-button start.
The shearing holder group is made of specially steel.
All movements are lubricated for ever.
Works  plan  with  surface  hardening  and  adjustable  strip  guide  in
tungsten carbide.
Construction  standards  in  accordance  to  “CE”  with  respective
documentation.
- Installed horse power 0,75 KW.
- Power supply 380 V. 50 HZ. Three-phase.

Accessori
- Electronic variation of cutting speed.
- Optic bar with electronic display of the
cutting size.
- plate winding and downwinding.


