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Avanzamento Pneumatico

Macchina palline Mod. FB18

Dimensioni

Lung. 900

Larg. 850

Alt. 1800

Peso circa 750

Pot. 3

Caratteristiche

La Macchina per palline sciolte (  e catena) da tubo FB18  è stata
opportunamente realizzata per ottenere una produzione in continuo.
Studiata  e  costruita  con  tecniche  e  componenti  che  permettono,
anche dopo anni, la loro intercambiabilità.
La  macchina  è  dotata  di  lubrificazione  forzata,  di  dispositivi  di
sicurezza e di protezioni fisse e mobili al fine di garantire la sicurezza
dell’operatore.
Il cambio e la messa a punto delle attrezzature è semplice e veloce.
La macchina FB18 è fornita completa di  Cabina Silente realizzata
secondo le normative in vigore.
Diametro max palline 18 mm.
Diametro min. palline 8 mm.
Produzione palline 55 pz./min.
Potenza 3 KW.
Voltaggio 220V. - 50/60 HZ. Trifase

Accessori
Industrial touch screen 10” (Industry 4.0
Ready)
Stampi per palline
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Pneumatic Feed

Macchina palline Mod. FB18

Dimensioni

Lung. 900

Larg. 850

Alt. 1800

Peso circa 750

Pot. 3

Caratteristiche

The FB18 Machine for individual balls(and chain) from tube has been
suitably studied to obtain a  production in continuous.
Machine  studied  and  constructed  by  using  techniques  and
components  that  allow  their  interchangeability  years  later  also.
The machine is equipped with forced lubrication, with safety devices,
fixed and movable protections to assure the security of the operator
man.
Replacement and setting up of equipments is simple and fast.
The FB18 machine is supplied complete with silent  cabin realized
according to the regulations in force.
Max diameter of balls 18 mm.
Min. diameter of balls 8 mm.
Production 55 balls/1 min'.
Installed horse power 3 KW.
Power supply 220 V. 50/60 HZ.  3PH.

Accessori
Industrial touch screen 10” (Industry 4.0
Ready)
Ball moulds


